
 

 
Wireless POS 

Velforms V350 
 
32bit ARM11 secure CPU 

 

Omni-channel payment 

 

Energy efficiency design & large capacity battery 

 

Long standby time supports continuous operation 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

Wi-Fi Bluetooth 

IC Card NFC 

   1D/2D 

Scanning 

4G 

Magstripe 

GPRS 



 

Velforms V350 
                      Specifications 
 
 

 

 

 

 

  

 

 

   

 

 

   

 

  

   

 

 

  

  

 

 

   

OS 
Linux 

Display 

2.8 Color Screen                          

320x240 

 

PRINTER 

High Speed thermal printer            

Paper Width: 58mm                        

Paper Roll Diameter: 38mm 

Card Slots 

3 PSAM 

 

Peripheral Ports 

1 Powered Micro USB 

1 Mini USB HOST                   

1 Mini HDMI (RS232, LAN) 

 

 

 

 Environmental 

Operating temperature: 0°C – 50°C 

Storage temperature: -20°C – 70°C 

Relative humidity: 10%-90%       

Non-condensing 

 

 

 

 

Processor 
32bit ARM11 Secure CPU 

Communications 

GPRS 

Card Readers 

Magnetic Card Reader 

IC card reader 

NFC Reader 

Dimension 

173x83x55mm 

L×W×H 

 

Certificates 

Memory 
RAM:  64MB                                       

ROM:  128MB                                    

Micro SD card up to 32GB 

 

Keys 

19 Keys 

Backlight 

Dustproof design 

Audio 

Buzzer                                                              

3  

Battery 

Li-ion Battery                                      

3.7V                                   

2200/2900mAh 

Weight 

400g 

Optional Configurations 
Display                                         

Resistive touch screen             

Electronic signature      

Communication                                 

WIFI 802, 11b/g/n                    

2G/3G/4G dual SIMs                             

BT 4.X                             

Card Slot                              

1 SIM                         

Camera                         

1D/2D Scanner 

Adapter 
Input: 100V–240V  AC 50/60Hz 

Output: DC 5V/1A 

PCI PTS 4.x, EMV L1&L2        

EMV CL L1, Mastercard 

Paypass                               

Visa Paywave, Amex 

Expresspay             

Mastercard TQM 

 


